


Engines 100.980/981 






10W-40'! Year-round use 
z| 10w-50} mu itigrade oil 


Specified viscosity classes 
acc. to SAE for continuous outside temperatures 


~ — m e a a ee EE 


1184-7659 





SAE 40 may be used if ambient temperatures constantly 
exceed +30° C (+86° F). 





Oil capacity in liters (For approved engine oil types refer to „Specifications for Service Products”) 

Total capacity during oil and filter change 8.0 

Oil pan approx. 7.0 

Oil dipstick color code black 

Tightening torques Nm (kpm) 

Oil drain plug on oil pan 50 (5) 

Fastening screw for oi! filter bowl 40 (4) 

Special tool 

Socket/box wrench 14 x 17 mm Ih ee 000 589 24 07 00 
~. ieee 

Conventional tool 

Wrench insert 14 mm, '/2mm e.g. made by Hazet, D-5630 Remscheid, no. 985-14 
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Engine oil and filter change 












@ With engine at operating temperature, drain engine 
oil from oil pan. 





@ Unscrew oil filter bow! (5) and empty. 

® Wash out oi filter bowl and blow out. 

© Check sealing ring (6) and renew tf found necessary. 
For this purpose pull pressure spring with spring plate 
(4) from hex. screw (7). When reassembling, the pressure 
spring with spring plate must not be forgotten or 


wrongly installed, under any circumstances. 


@ Renew rubber sealing ring (2). 





è Fit new paper filter element (3) into oil filter bowl. 


A 
4 


“Ud 


ae ‘ 





“OP Zio sted 


@® Renew sealing ring on drain plug. 

@ Tighten drain plug to 50 Nm (5 kpm). 
@ Fill with engine oil. 

@ Run engine and check for leaks. 


© Check oil level with the engine switched off. 
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Engine 100.985 





Specified viscosity classes 
acc. to SAE for continuous outside temperatures 





Total capacity during oil and filter change 


Capacity without filter change 





Tightening torques 







18-4 Year-round use 
1198-50] multigrade oil 


1184-7659 


SAE 40 may be used if ambient temperatures constantly 
exceed +30 C (+86 F). 








Oil drain plug on oil pan 


Fastening screw for oil filter bow! 


Special tools 








Telethermometer for 
measuring engine oil temperature 


Socket/box wrench 14 x 17 mm 


Conventional tool 


Wrench insert 14 mm, '/2"’ square 





11 

10 

Nm (kpm) 
50 (5) 
40 (4) 


TIO 58927 21:00 


AA 


uh ee 1004-672) 
D E 
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@ Drain engine oil from oil pan with engine at 
operating temperature. For this purpose, open 
closing cover of supply tank. 


@® Unscrew oil filter bowl (5) and drain. 
@ Wash ol filter bowl and blow out. 


@ Check sealing ring (6) and renew according to 
condition. 


For this purpose, pull compression spring with spring 
retainer (4) from hex. screw (7). Never forget or install 
compression spring with spring retainer wrongly 
during assembly. 


@ Renew rubber sealing ring (2). 


© Mount oil filter bowl with a new paper filter insert 
(3); 


© Renew sealing ring on drain plug. 


@ Tighten drain plug to 50 Nm (5 kpm). 


Z182-4603/2 





@ Fill engine oil into supply tank. 

@ Run engine and check for leaks. 

@ Check oil level with the engine running. 

The engine should have an idle speed of approx. 


600/min. and an oil temperature of approx. 80° C 
(176° F). 
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Revision. New oil dipstick (yellow-green) added Engine 110 






&; Year-round use 
Specified viscosity classes 38: multigrade oil 


acc. to SAE for continuous outside temperatures 


SAE 40 may be used if ambient temperatures constantly 
exceed +30°C (+86° F). 


Oil capacity in litres (for approved engine oils refer to ‘‘Specifications for service products”’ 


Oil dipstick color code pink (brown!) yellow green 
wine red 
Total filling capacity during oil and filter change 6.5 6.0 
Oil pan 6.0 5.5 
1) USA version model years 1975/76. 
Tightening torques Nm (kpm) 
M 26 50 (5) 
Oil drain plug on oil pan ee 
M 12 40 (4) 
Fastening screw for oil filter bow! 40—45 (4—4.5) 
Special tool 
Socket/box wrench 14 x 17 mm @ gn 000 589 24 07 00 
Conventional tool 
Wrench insert 14 mm, '/2"’ square e.g. made by Hazet, D-5630 Remscheid, Order No. 985-14 
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Engine oil and filter change 


On engines with tulip-shaped oil dipstick-guide tube: 


@® Draw off engine oll with engine at operating 
temperature. 


If no drawing-off unit is available or if the engine is 
not equipped for such a purpose: 


èe Drain engine oi! from oil pan. 


@ Unscrew oil filter bow! (3) and empty. 
@ Wash out oil filter bow! and blow out. 


@® Check sealing ring (2) and renew according to 
condition. 


For this purpose, pull compression spring with spring 
retainer (5) from hex. screw (1). During assembly, 
never forget compression spring with spring retainer 
or install wrongly. 


è Replace rubber sealing ring (4). 


è Mount oil filter bow! with a new paper filter 
element (6). 


© If oil has been drained from oil pan, replace 
sealing ring on oi] drain plug. 





tap 


2164-4507 
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Tighten drain plug. 


Fill with engine oil. 


Run the engine and check for leaks. 


@ Check oil level! with the engine switched off. 





nS - 1998 
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Engines 114 130 180 


Specified viscosity classes 
acc. to SAE for continuous outside temperatures 





1184-7658 





SAE 40 may be used if ambient temperatures constantly 
exceed +30° C (+86° F). 


Oil capacity in liters (For approved engine oil types refer to ,,Specifications for Service Products”) 








ist version 2nd version 
Smooth oil Profilated oll 
pan bottom pan bottom 
Total capacity during oil and filter change 6.0 6.5 
Oil pan 5.5 6.0 
Oil dipstick color code pink 
Tightening torques Nm (kpm) 
M 26 50 (5) 
Oil drain plug on oil pan - - oe 
M 12 40 (4) 
Fastening screw for oil filter bow! 40—45 (4—4.5) 
Special tool 
Socket/box wrench 14 x 17 mm Wy an 000 589 24 Q7 00 
Conventional tool 
Wrench insert 14 mm, 7/2’ square e.g. made by Hazet, D-5630 Remscheid, no. 985-14 
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On engines with tulip-shaped oil dipstick-guide tube: 


è Draw off engine oil with engine at operating 
temperature. 


If no drawing-off unit is available or if the engine is 
not equipped for such a purpose: 


@ Drain engine oil from oil pan. 


@® Unscrew oil filter bowl (5) and drain. 

@ Wash oil filter bowl and blow out. 

@ Check sealing ring (6) and renew if found necessary. 
@ Renew rubber sealing ring (3). 


@ Check rubber sealing ring (2) for hardening and 
damage, renew if found necessary. 


®© Mount oil filter bowl with a new paper filter 
element. 








7182-460! 
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Engine oil and filter change 1 51 





Engine 115 








į: Year-round use 


Specified viscosity classes 81 multigrade oil 


acc. to SAE for continuous outside temperatures 


1184-7659 


SAE 40 may be used if ambient temperatures constantly 
exceed +30°C (+86° F). 





Oil capacity in liters (For approved engine oil types refer to are for Service Products”’) 


Engine 115 in model 115 115 in model 123 


ist version 2nd version 115.951 and 
115.920 115.923 115.920 115.923 3rd version 115.923 
up to chassis end No.| from chassis end No.} from chassis end No. 
049764 051864 049765 051865 200001 


Total capacity during 55 55 
oil and filter change 


Oil dipstick color code 


Engine 115 in model 115 red 


Engine 115 in model 123 yellow 
Tightening torques Nm (kpm) 
M 26 50 (5) 
Oil drain plug on oil pan 
M 12 40 (4) 
Fastening screw for oil filter bow! 40—45 (4—4.5) 


Special tool 





Socket/box wrench 14 x 17 mm 000 589 24 07 00 


11004-6721 


Conventional tool 


Wrench insert 14 mm, '/2‘’ square e.g. made by Hazet, D-5630 Remscheid, no. 985-14 
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Engine oil and filter change 


On engines with tulip-shaped oil dipstick-guide tube: 


e Draw off engine oil with engine at operating 
temperature. 


1184-6751 





If no drawing-off unit Is available or if the engine is 
not equipped for such a purpose: 


@® Drain engine oil from oil pan. 


@ Unscrew oil filter bow! (5) and drain. 

@ Wash oil filter bowl and blow out. 

@ Check sealing ring (6) and renew if found necessary. 
è Renew rubber sealing ring (3). 


© Check rubber sealing ring (2) for hardening and 
damage, renew if found necessary. 


è Mount oil filter lower half with a new paper filter 
element. 
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Engine oil and filter change 












© |f oil has been drained from oil pan, replace 
sealing ring on oil pan drain plug. 


© Tighten drain plug. 
® Add engine oil. 
@® Run engine and check for leaks. 


@ Check oil level with engine stopped. 








Maintenance Manual USA - Suppelemtn 8 - Revision - March 1977 151 25/3 








Revision: Engine 117.986 added. Engines 116 117 





10W-80;| Year-round use 
=a | 1OW-50 | multigrade oil 


Specified viscosity classes 
acc. to SAE for continuous outside temperatures 


1184-7659 





— 
— 


SAE 40 may be used if ambient temperatures constantly 
exceed +30° C (+86° F). 


Oil capacity in titers (For approved engine oil types refer to ,,Specifications for Service Products’’) 








Total capacity during oil and filter change 8.0 
Oil pan 7.5 


Oil dipstick color code 
































116.980/981 with single-piece oil pan, 117.981 yellow 
116.980, 117.983/984/986 with split oll pan light blue 
117.982/985 gentian blue 
Tightening torques Nm (kpm) 

M 26 50 (5) 
Oil drain plug on os] pan oe — 

M 12 40 (4) 
Fastening screw for oil filter housing 40—45 (4—4.5) 
Special tool 

_ Ss 
Socket/box wrench 14 x 17 mm ‘Oh BEE ae 000 589 24 07 00 
ae 

Conventional tool 
Wrench insert 14 mm, '/2"’ square e.g. made by Hazet, D-5630 Remscheid, no. 985-14 
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Engine oil and filter change 








On engine with tulip-shaped oil dipstick-guide tube: 
® Draw off engine oil with engine at operating 


temperature. 


1184-6751 


ff no drawing off unit is available or if the engine ts 
not equipped for such a purpose: 


@ Drain engine oil from oll pan. 


1B - 961871 





@® Unscrew oil filter housing (3) and empty. 
@ Wash out oil filter housing and blow out. 


@ Check sealing ring (2) and renew if found 
necessary. 


For this purpose pull pressure spring with spring 
plate (5) from hex. screw (1). The pressure spring 
with spring plate must under no circumstances be 
omitted or wrongly installed when reassembling. 


@® Renew rubber sealing ring (4). 


@ Fit new paper filter element into oil filter housing. 








151.30/2 


© |f oil has been drained from oil pan, replace 
sealing ring on ot! pan drain plug. 


@® Tighten drain plug to 50 Nm (5 kpm). 
@ Fill with engine oil. 
@ Run the engine and check for leaks. 


@ Check oil level with the engine switched off. 
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Engines 615 616 617 
in model 115 
Up to model year 1976 








A 18 Year-round use 
Specified viscosity classes E 100-30 ee MMU 108-809 multigrade oi! 


acc. to SAE for continuous outside temperatures 





SAE 40 may be used if ambient temperatures constantly 
exceed +30° C (+86° F). 


Oil capacity in liters (For approved engine oil types refer to „Specifications for Service Products’’) 

















Engine 616 617 
Ist version 2nd version and 3rd version 
615.912 615.913 615.912 615.913 615.912 615.913 
up to chassis end No, from chassis end No.|! from chassis end No. 
120829 056238 120830 056239 400001 200001 
Total i i 
otal capacity during 6.5 


etngine oil and filter change 


Oil dipstick color code red 
Tightening torques Nm (kpm) 
M 26 50 (5) 
Oil drain plug on oll pan 
M 12 40 (4) 
Fastening screw for oil filter bow! 40—45 (4—4 5) 


Special tools 





Special pliers for cleaning oil filter 


11004 -7017 


Socket/box wrench 14 x 17 mm 000 £79 24 07 00 





Conventional tool 


Wrench insert 14 mm, '/2‘' square e.g. made by Hazet, D-5630 Remscheid, no. 985-14 
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ae è Drain engine oi! from oil pan with engine at 
operating temperature. 








18/6546/2 


© Remove oil filter bow! (6) and empty. 
@® Wash out oi filter bow! and blow out. 


@ Check sealing ring (7) on fixing bolt and renew if 
found necessary. 


For this purpose pull pressure spring with spring 
plate (5) from hex. bolt (8). When reassembling, 
the pressure spring must under no circumstances 
be omitted or wrongly installed. 


@ Renew rubber ring (2). 





2182 4602 


@ Using the special pliers wash the full flow filter 
element in cleaning gasoline and blow out in a low 
pressure air stream. 
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@ Fit anew filter cartridge and the cleaned full flow 
fine mesh filter element into the filter bow! as in the 
adjacent figure. 


Note: During first inspection (500—1000 km/300— 

600 miles) replace single-piece initial operation filter 
element by filter cartridge (4) and main flow screen 
disc filter element (3) provided with vehicle. 





R 07/6660 


Filter cartridge and fine mesh filter element 


@ Replace sealing ring on oil pan drain plug and 
tighten drain plug. 


@ Fill with engine oil. 
© Run the engine and check for leaks. 


© Check the ol level with the engine switched off. 
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Revision: Note concerning filter elements added. Engines 616 61/7 
in model 123 
Starting model year 1977 






Es Ns Year-round use 
= J multigrade oi! 


Specified viscosity classes 
acc. to SAE for continuous outside temperatures 


A ae org oe 1184-7658 





l) SAE 40 may be used if ambient temperatures constantly 
exceed +30° C (+86° F). 


Oil capacity in liters (For approved engine oil types refer to „Specifications for Service Products’‘) 











Total capacity during oil and filter change 6.5 
Oil pan 5.0 
Oil dipstick color code red 


Tightening torques Nm (kpm) 





Central screw — oil filter cover (1st version) 


Tightening nuts — oil filter cover (2nd version) 





Oil drain plug — oil pan 40 (4) 


annann nnn nnn nnne a eee S aaaea aa 





Special tool 









1004-6208 


Torque wrench ?/⁄s" square, 


1 121 
8—32 Nm (80—320 kpcm) A eu 





Note: The filter element (A), Part No. 617 184 00 25, 
has been replaced by filter element (B), Part No. 617 
184 01 25, of engine 617.950 (turbo diesel). 


A Filter element, Part No. 617 184 00 25 


Dimension a = 40 mm 


B Filter element, Part No. 617 18401 25 


Dimension b = 55 mm 
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Prior to extracting or draining the engine oil, drain 

oil filter. To do so, unscrew the center screw and pul! 
it Out approx. 50 mm in the case of the 1st filter 
version; unscrew nuts and remove cover in the case of 
the 2nd filter version. 


Ist version 
@ Loosen central screw on filter cover and pull out 


for approx. 50 mm. Throttie bore {arrow} should be 
visible, 


2nd version 


© Loosen both nuts and remove filter cover. 





} 118- 13175 


@ Draw off engine oil with engine at operating 
temperature. 











1184 51 
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Engine oil and filter change 












If no drawing-off unit is available: 


@ Drain engine oil from oil pan. 


@® Replace filter element, 


@® Replace rubber sealing ring (1) on cover. 


@ Check sealing ring (2) on central screw and 
replace according to condition. 





Ist version 1 118-11289 
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Engine oil and filter change 





@® Renew rubber gasket on cover. 





2nd version 


® Tighten central screw or fastening nuts resp. with 
torque wrench to 20 -- 25 Nm (2.0 — 2.5 kpm). 


118-1150 Ist version 


2nd version 





@ If oil has been drained from oil pan, replace 
sealing ring on ot drain plug. 


@ Tighten drain plug to 40 Nm (4 kpm). 
@ Fill with engine oil. 
® Run engine and check for leaks. 


@® Check oi! level with the engine switched off. 


118 - 12 000 
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Engine oil and filter change 











Revision: Note concerning filter elements added. Engine 617.950 
in mode! 116 
Starting model year 1978 









wv 





E o R o, A 
+ 68 a a aa a eS 5 

s s0 JARANE a en gE WIE a ® 

Specified viscosity classes +32 s 
: : + 23 Pisieiiisrea N 

acc. to SAE for continuous outside temperatures id pea enS aeee & 
STO Wee aaa Lae 

Important! Do not use single-grade SAE 10 W oil b ao 


in this engine. 


l) SAE 40 may be used if ambient temperatures constantly 
exceed +30°C (+86°F). 





Oil apacity in liters (For approved engine oil types refer to ,,Specifiecations for Service Products’’) 




























i Capacity during oil and filter change van 

pan 6.0 
Oil dipstick color code white 
Tightening torques Nm (kpm) 
Central screw — oll filter cover 20--25 (2.0--2.5) 
Oil drain plug — oll pan 40 (4) 
Special tool 
Torque wrench ?/8“' square, gs A fas 
8—32 Nm (80—320 kpcm) | Geer a peo 


Note: 
On this engine, only the filter element (B), 
Part No. 617 184 O1 25, must be used. 


A Filter element, Part No. 617 184 00 25 


Dimension a = 40 mm (not for this engine) 


B Filter element, Part No. 617 18401 25 


Dimension B = 55mm 





418-1323512 
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Engine oil and filter change 








Prior to extracting or draining the engine oul, drain 
oll filter. To do this, unscrew the nuts and remove 
the cover. 


@® Loosen both nuts and remove filter cover. 








è Draw off engine oil with engine at operating 





temperature. 





1184-6751 
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Engine oil and filter chang 












If no drawing off unit is available. 


© Drain engine oil from oil pan. 





© Replace filter element. 


© Renew rubber gasket on cover. 





Vi -13177 
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@® Tighten fastening nuts resp. with torque wrench 
to 20 — 25 Nm (2.0 - 2.5 kpm). 


18~15962 





© |f oil has been drained from oil pan, replace 
sealing ring on oll drain plug. 


@ Tighten drain plug to 40 Nm (4 kpm). 
è Fill with engine oll. 
© Run engine and check for leaks. 


© Check oi! level with the engine switched off. 
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